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Key to Features

Existing Marshall's Scoutmoor yorkstone
flag paving

Proposed Marshall's Scoutmoor yorkstone
flag paving to tie-in with existing.
Mix of 900x600x75 / 900x450x75.
Flamed finish.

Proposed Hardscape Magma Granite setts.
100x100x75.

Proposed Hardscape Magma Granite setts.
Mix of 300x200x75 / 200x200x75.

Paving Mix 1. Pedestrian Zone.
Proposed Marshall's Modal concrete paving.
400x300x80 / 300x300x80 (Dual Paver Pattern)
33% Light Granite, 33% Light Cream Granite, 33% Oatmeal
Granite.Textured finish.
Paving Mix 2. Cycleway Zone.
Proposed Marshall's Modal concrete paving.
300x200x80. 50% Light Granite, 50% Light Cream Granite.
Textured finish.

Paving Mix 3. Crossing Bands.
Proposed Marshall's Modal concrete paving.
300x200x80. 100% Light Granite.
Textured finish.

Paving Mix 4. Seating Zone.
Proposed Marshall's Modal concrete paving.
300x200x80. 100% Light Granite.
Textured finish.

Natural Stone Paving

Concrete Paving

Natural Stone Kerb with Upstand.
To match existing Yorkstone pavement.
Marshalls, or similar approved. Flamed finish.
300mm wide x 200mm depth x 1000mm length.

Channel 1. Granite Dished Channel.
Hardscape Magma (or similar & approved)
1000 x 300 x 80, stretcher bond.

Edging

Paving Trim 1.
Proposed Marshall's Modal concrete paving.
400x200x80. Soldier course.
Mid Grey Granite. Textured Finish.

Paving Trim 4.
Proposed Marshall's Modal concrete paving.
300x200x80. Soldier course.
Light Granite. Textured Finish.

Existing road kerb with upstand.
300mm width.

Existing road kerb with laid flush.
300mm width.

Existing drop kerb.
300mm width.

Proposed precast concrete bull-nosed internal radius kerb
to tie-in with existing.
914x125x255mm.

Proposed precast concrete internal radius kerb laid
flush.
914x125x255mm.

Proposed concrete drop kerb.
914x125x255mm.

Proposed precast concrete edging laid flush.
Marshalls Conservation X Edging. Buff.
914x50x255mm

Street Furniture

Proposed hardwood timber seat with back and armrests.
Desford IV Seat by Broxap (or similar & approved).
2000x480x450mm. FSC certified timber. Galvanised mild steel base with
powder-coated finish to RAL 7024 . Surface-mounted.

Proposed hardwood timber bench.
Desford I Bench by Broxap  (or similar & approved).
2000x480x450mm. FSC certified timber. Galvanised mild steel
base with powder-coated finish to RAL 7024. Surface-mounted.

Proposed hardwood timber podium with solid base.
Desford III M Bench by Broxap (or similar & approved).
2000x980x450mm. FSC certified timber. Galvanised mild steel
base with powder-coated finish to RAL 7024. Surface-mounted.

Proposed Hardwood timber feature seating.
Logic Coniston Feature Seat (or similar & approved).
4000x1600x1250mm. FSC certified timber. Free-standing.

Proposed bicycle stands
Edgetyre STE210 Cycle Stand (or similar & approved).
1025mmx875mm. Stainless steel. Fixed below ground.

Proposed raised planter.
Street Design Stratum Movable Planter (or similar & approved).
750mm height. Mild Steel Galvanised. Powder-coated to RAL 7024.

Proposed tree grille.
Liverpool Tree Grille by CIS street furniture (or similar & approved).
1995x1995mm. Galvanised steel. Recessed resin infill.

Proposed dance chimes floor-play feature.
Richter Spielgerate, supplied by Timberplay (or similar &
approved).1200x1200x700mm. Laid flush with surrounding
paving. Mechanical or electric locking device.

Existing litter bin to be relocated (or replaced) to
position illustrated.

LB

Proposed stainless steel bollard.
Broxap Heaton (or similar & approved).
1300x140. Stainless steel. Bead- blasted body. Root-fixed.

B

Proposed sign to replace existing town centre map
and finger post sign.

Drainage

Proposed road gully.
300x300mm dished grate to match width of
granite edging.RG

Proposed linear drainage channel to replace and
extend existing. Hardscape Magma Natural
Stone Pave Drain cover to match surrounding
paving.

Proposed uplighter to trees.
ETC130-GB LED-12/18W/3k LED light as supplied by
WE-EF or equal and approved. Include anti-slip coating.
.

Lighting

Proposed under-seat marker lighting.
EFC100 Marker Version as supplied by WE-EF or equal and
approved. 160mm dia, controlled, two sided, LED light.

Proposed street lights.
8m lighting column with 4000k post top mounted highway diamond 44
LED 700ma FO lens CLO enabled mounted at 0 degrees tilt .
Powder-coated to RAL 7024.

LP

SERV Existing service boxes.

Miscellaneous

Entry points to buildings.

Existing trees to retain.

Planting

Proposed tree.

Low maintenance ornamental planting in
raised planters.

One way traffic signage.S

Proposed Marshall's tactile blister paving (or
similar & approved).400x400x75mm.

Paving Trim 2.
Proposed Marshall's Modal concrete paving.
400x200x80. Soldier course.
Light Granite. Textured Finish.

Paving Trim 3.
Proposed Marshall's Modal concrete paving.
300x200x80. Soldier course.
Light Granite. Textured Finish.

Channel 2. Granite Flush Channel.
Hardscape Magma (or similar & approved)
1000 x 300 x 80, stretcher bond.

Proposed road gully.
300x300mm flat grate to match width of
granite edging.RG

Proposed feature lights.
8m lighting column with 4000k post top ENSO 4 quad SYM 48 led
500ma m1 lens CLO enabled mounted at 0 degrees tilt..
Powder-coated to RAL 7024.

LP

Natural Stone Kerb Laid Fush.
To match existing Yorkstone pavement.
Marshalls, or similar approved.
300mm wide x 200mm depth x 1000mm length.

Existing Natural Stone Kerb with Upstand.

Natural Stone Kerb with Upstand.
To match existing Yorkstone pavement.
Marshalls, or similar approved. Flamed finish.
300mm wide x 200mm depth x 1000mm length.

Proposed natural stone edging to tree pits.
Hardscape Magma Granite.
250mm width.

Paving Trim 5.
Proposed Marshall's Modal concrete paving.
600x200x80. Stretcher course.
Oatmeal Granite. Textured Finish.

Paving Trim 6.
Proposed Marshall's Modal concrete paving.
600x200x80. Stretcher course.
Light Granite. Textured Finish.

Paving Trim 7.
Proposed Marshall's Scoutmoor yorkstone paving.
300x200x75. Stretcher course.
Flamed finish.

Plaza floor demarcation lighting.
ETC100 Marker light as supplied by WE-EF or equal and
approved. 95mm dia, diffused, flush, LED light.

S

Proposed Marshall's Scoutmoor yorkstone
sett paving.
300x200x75. Flamed finish.

Existing service boxes to be
relocated to less prominent position
outside central plaza area.

SERV

Proposed Hostile Vehicle bollard.
Shallow mounted PAS68/IWA-1:2013 Bollards V/7500/48
Manufacturer to advise on foundations and array to support
certification (Stainless steel sleeve to match standard bollards.

HVB

Proposed Removable Hostile Vehicle bollard.
Shallow mounted removable PAS68/IWA-1:2013 Bollards
V/7500/48 Manufacturer to advise on foundations and array to
support certification (Stainless steel sleeve to match standard
bollards.

HVB

Proposed Sockett for Removable Hostile Vehicle bollard.
Shallow mounted removable bollard socket to house bollards when not
in use. During events bollards to be redeployed to close off cycleway.
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A Replaced Scoutmoor paving at west end of street with Modal.
Substituted modal edging for natural granite edging and dished channel. 

14/10/20         MF        APB/SHa

B Re-instated and moved bollards to west end to follow new layout.
Changed lighting positions following information from lighting engineer. 

20/10/20         MF        APB/SHa

B

C Added additional trim along shop frontage to north side of street for drainage 
purposes. 05/11/20         MF        APB/SHa

C

D Minor adjustments to paving, trim and key following detailed BoQ check.
omitted removable bollards from the design following client's decision. 16/11/20         MF        APB/SHa

D

N

16/11/2020

EE Concrete paving textures adjusted, removable bollards and socketts updated
following client's decision. 07/12/20       SHa         APB
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